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FU10+ 25, 50 9.0 6.8 25 10
FSU10B+ 25, 50 10.0 6.8 25 10

LTP10B+ 50 35 ¼ 11.8 7.0 10
 LTP10B+ 50 35 ¼ 11.8 7.0 10

FU12 25, 50 13.0 10.2 30 12
FSU12B 25, 50 14.0 10.2 30 LFHU12B 25 14.0 10.2 30 12

LTP12B+ 25, 50 40 5/16 14.2 10.0 12
FU16 10, 25, 50 16.0 13.0 40 16
FU16 10, 25, 50 16.0 13.0 40 16

FSU16B 10, 25, 50 17.0 13.0 40 LFHU16B 25, 50 17.0 13.0 40 16
FSU16B 10, 25, 50 17.0 13.0 40 LFHU16B 25, 50 17.0 13.0 40 16

 LTP16B 10, 25, 50 45 3⁄8 17.8 12.6 LTPLFH16B 25 60 3⁄8 17.8 12.6 16
 LTP16B 10, 25, 50 45 3⁄8 17.8 12.6 LTPLFH16B 25 60 3⁄8 17.8 12.6 16

FU20 10, 25, 50 20.5 16.9 45 20
FSU20B 10, 25, 50 21.5 16.9 45 LFHU20B 25, 50 21.5 16.9 45 20

 LTP20B 10, 25, 50 65 1⁄2 21.1 16.0 LTPLFH20B10, 25 100 1⁄2 21.1 16.0 20
FU25 10, 25, 50 25.0 21.1 55 25

FSU25B 10, 25, 50 26.0 21.1 55 LFHU25B 25, 50 26.0 21.1 55 25
 LTP25B 10, 25, 50 100 3⁄4 26.4 21.0 LTPLFH25B10, 25 130 3⁄4 26.4 21.0 25

FU32 10, 25 32.0 28.1 60 32
FSU32B 10, 25 34.0 28.1 60 LFHU32B 10, 25 34.0 28.1 60 32

 LTP32B 10, 25 135 1 33.1 26.5 LTPLFH32B 10 180 1 33.1 26.5 32
FU40 10, 25 42.5 37.6 80 40

FSU40B 10, 25 44.5 37.6 80 LFHU40B 10, 25 44.5 37.6 80 40
 LTP40B 10, 25 175 1¼ 41.8 35.4 40

FU50 10, 25 53.0 48.4 90 50
FSU50B 10, 25 55.0 48.4 90 LFHU50B 10, 25 55.0 48.4 90 50

 LTP50B+ 10, 25 230 1½ 47.9 40.4 50
FU63 10 62.5 57.5 115 63

FSU63B 10 64.5 57.5 115 LFHU63B 10  64.5 57.5 115 63
 LTP63B+ 10, 25 280 2 59.7 51.6 63

FU75 10 77.0 70.0 150 75
FSU75B 10 79.0 70.0 150 LFHU75B 10 79.0 70.0 150 75
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10 10.0 FPAL10 50 10.0 6.5 15 FPAS10 50 10.0 6.3 15 FPP10 50 10.0 6.3 15
10 10.0 FPAL10 50 10.0 6.5 15 FPAS10 50 10.0 6.3 15 FPP10 50 10.0 6.3 15
11 11.5 FPAL11 50 11.5 8.4 20 FPAS11 50 11.5 8.2 20
12 14.5 FPC12B 30 14.5 10.0 25 LPC12 30 14.2 10.0 50
13 13.0 FPAL13 50 13.0 10.0 25 FPAS13 50 13.0 9.8 25 FPP13 50 13.0 9.8 25
13 13.0 FPAL13 50 13.0 10.0 25 FPAS13 50 13.0 9.8 25 FPP13 50 13.0 9.8 25
13 13.0 FPAL13 50 13.0 10.0 25 FPAS13 50 13.0 9.8 25 FPP13 50 13.0 9.8 25
16 15.8 FPAL16 50 15.8 12.0 35 FPAS16 25, 50 15.8 11.8 35 FPP16 50 15.8 11.8 35
16 15.8 FPAL16 50 15.8 12.0 35 FPAS16 25, 50 15.8 11.8 35 FPP16 50 15.8 11.8 35
16 16.5 FPC16B 30 16.5 12.0 25 LPC16 30 17.8 12.6 50
16 16.5 FPC16B 30 16.5 12.0 25 LPC16 30 17.8 12.6 50
18 18.5 FPAL18 50 18.5 14.2 35 FPAS18 50 18.5 14.2 40
20 20.0 FPAL20 50 20.0 15.0 40 FPAS20 50 20.0 14.8 45 FPP20  (w) 50 20.0 14.8 40
20 21.0 FPC20B 30 21.0 16.0 35 LPC20 10, 30 21.1 16.0 70
21 21.2 FPAL21 50 21.2 16.9 40 FPAS21 25, 50 21.2 16.7 45 FPP21 50 21.2 16.7 40
25 25.0 FPAL25 50 25.0 19.3 45 FPAS25 50 25.0 19.1 50 FPP25  (w) 50 25.0 19.1 50
25 27.5 FPC25B 30 27.5 22.0 45 LPC25 10, 30 26.4 21.0 90
28 28.5 FPAL28 50 28.5 23.0 45 FPAS28 25, 50 28.5 22.8 50 FPP28 50 28.5 22.8 55
28 28.5 FPAL28 50 28.5 23.0 45 FPAS28C 50 28.5 21.6 50 FPP28 50 28.5 22.8 55
32 33.5 FPC32B 10,30 33.5 28.0 60 LPC32 10, 30 33.1 26.5 140
34 34.5 FPAL34 25, 50 34.5 28.3 55 FPAS34 25, 50 34.5 28.1 60 FPP34  (w) 50 34.5 28.1 65
34 34.5 FPAL34 25, 50 34.5 28.3 55 FPAS34F 25, 50 34.5 28.8 60 FPP34  (w) 50 34.5 28.1 65
40 41.0 FPC40B 10,30 41.0 35.0 80 LPC40 10, 30 41.8 35.4 190
42 42.5 FPAL42 25 42.5 35.7 65 FPAS42 10, 25 42.5 35.5 70 FPP42 25 42.5 35.5 80
42 42.5 FPAL42 25 42.5 35.7 65 FPAS42 10, 25 42.5 35.5 70 FPP42 25 42.5 35.5 80
50 46.4 FPC50B 10,30 46.4 40.0 105 LPC50 10, 30 47.9 40.0 240
54 54.5 FPAL54 25 54.5 47.4 80 FPAS54 10, 25 54.5 47.2 80 FPP54 25 54.5 47.2 100
54 54.5 FPAL54 25 54.5 47.4 80 FPAS54 10, 25 54.5 47.2 80 FPP54 25 54.5 47.2 100
63 57.0 FPC63B 10,30 57.0 50.0 120 LPC63 10, 30 59.7 51.3 270
67 67.2 FPAL67 10 67.2 56.5 110 FPAS67 10 67.2 56.3 130 FPP67 10 67.2 56.3 150

+Double Interlock Section     FPP & FPL - (w) indicates product availability in white. When ordering please add "W" to product code ie FPP20W

• Excellence through engineering

• Progression through innovation

• Assurance through competence

Flexicon a global 
presence with a local focus
LEADING THE WAY IN TODAY’S DEMANDING MARKETPLACE

FSF/08-15/CI

This 'shortform' brochure is 
only a snapshot of the full 
Flexicon range. 

See our latest product 

guide for the widest 

choice - over 100 pages 

featuring over 

4,000 products.

Open left page for 
metallic fittings

Here are 5 of our 28 metallic conduits Here are 5 of our 24 non-metallic conduits

Open right page for 
non-metallic fittings

Also available
in white

Also available
in white
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metallic conduit non-metallic conduit

Conduit

 • High mechanical strength

 • Highly flexible

 • Inherently Low Fire Hazard 
(LFH)

 • Fully compliant to LUL 
Std 1-085 Cert No 296

 • Temperature range: 
-100˚C to +300˚C

 • IP rating: IP40

 • Nickel plated brass fittings

FU

Construction: Galvanised steel, 
helically wound, flexible conduit. 
Colour zinc, self colour.

Typical Applications: Underfloor 
wiring in office blocks.

Conduit

 • High mechanical strength

 • Highly flexible

 • IP rating:   
 IP54 with standard fittings, 
 IP65 with type C  
 compression fittings

 • Extra low Fire Hazard UL94 V0,

 • Halogen, sulphur and  
phosphorus free

 • Compliant to LUL Std 1-085 
Cert No 297

 • Temperature range:  
-25˚C to +90˚C

 • Nickel plated brass fittings

 • Vibration and shock tested to 
EN61373 Cat 2

Conduit

• High mechanical strength

• IP rating: IP66 + IP67 + IP68 
(5 bar) + IP69

• Smooth, wipe clean outer cover

• Cover does not wrinkle when bent

• Temperature range:  
-20˚C to +105˚C

• Lloyd’s Register Type Approval 

• Good flexibility

• UV resistant and suitable  for 
external use

• Nickel plated brass or stainless steel 
fittings 

• Vibration and shock tested to   
EN61373 Cat 2

LFHU LTP

Construction: Galvanised steel, 
helically wound, flexible steel 
conduit with Low Fire Hazard 
(LFH) coating.  
Colour black.

Typical Applications: Public 
and commercial buildings 
and tunnels.

Construction: Galvanised steel, 
helically wound, flexible conduit with 
smooth oil resistant and high 
temperature pvc cover. Colour black. 
Grey or orange on request.*

Typical Applications: Machine tools or 
outdoor installations where liquid tight  
is a requirement.

Conduit

 • High mechanical strength

 • Highly flexible

 • IP rating:   
 IP54 with standard fittings, 
 IP65 with type C  
 compression fittings

 • Temperature range:  
-15˚C to +70˚C

 • Nickel plated brass fittings

 • UV resistant (black)

Conduit

• High mechanical strength

• IP rating: IP66 + IP67 + IP68 
(5 bar) + IP69

• Smooth, wipe clean outer cover

• Cover does not wrinkle when bent

• Temperature range:  
-40˚C to +90 ˚C

• UV resistant and suitable  for 
external use

• High abrasion, high fatigue life

• Nickel plated brass or stainless 
steel fittings 

• Vibration and shock tested to   
EN61373 Cat 2

• Extra Low Fire Hazard UL VO

• Compliant to LUL Std 1-085 
Cert No 2020

FSU LTPLFH

Construction: Galvanised steel, 
helically wound, flexible conduit 
with pvc coating. Colour black. 
Grey or orange on request.*

Typical Applications: General 
factory wiring and connections 
to machines.

Construction: Galvanised steel, 
helically wound, flexible conduit with 
smooth oil resistant Low Fire Hazard 
(LFH) cover. Colour black.

Typical Applications: Rail 
applications.

STANDARD
LOW FIRE
HAZARD

EXTRA
LOW FIRE
HAZARD

INHERENT
LOW FIRE
HAZARD

STANDARD
LOW FIRE
HAZARD

EXTRA
LOW FIRE
HAZARD

INHERENT
LOW FIRE
HAZARD

Conduit

• Highly flexible

• Accepts torsional movement

• IP rating: IP65

• Temperature range -5˚C to 
+70˚C (black) -20˚C to +70˚C 
(grey)

• UV resistant (black)

• Self extinguishing

• Metric threads supplied 
complete with locknuts

• UL recognised version to 
UL1696 for use in US and 
Canada available on request

• Vibration and shock tested to 
EN61373 Cat 2

Conduit

• Smooth, wipe clean surface

• Accepts some torsional 
movement

• IP rating: IP66, IP67 and IP68 
with MPC fittings. 

• Temperature range -5˚C to 
+70˚C (LPC and LPCG)

• LPCG (grey) is suitable for food 
contact

• LPCB (black) is UV resistant

• Self extinguishing

• Metric nylon fittings supplied 
complete with locknut

• Vibration and shock tested to 
EN 61373 Cat 2

Conduit

• Acid resistant

• Temperature range -20˚C 
to +90˚C

• Self extinguishing

• Slit version available 
on request*

Conduit

• Highly flexible and high 
fatigue life

• High impact strength and 
recovers if crushed 

• Temperature range -40˚C to 
+120˚C (-20˚C to +100˚C for 
moving applications)

• Lloyd’s Register Type Approval

• UL listed / UL recognised

• Low Fire Hazard (LFH)

• UL 94 V2 flame retardancy

• Halogen, sulphur and 
phosphorus free

• UV resistant (black)

• Abrasion resistant

• Highly resistant to solvents  
and oils

• Vibration and shock tested to 
EN61373 Cat 2

Conduit

• Highly flexible and high  
fatigue life

• High impact strength and 
recovers if crushed

• Temperature range -40˚C to 
+120˚C (-20˚C to +100˚C  
for moving applications)

• UL recognised

• Highly resistant to solvents  
and oils

• Self extinguishing

• Halogen, sulphur and 
phosphorus free

• Vibration and shock tested to 
EN61373 Cat 2

LPCFPCFPPFPASFPAL

Construction: Smooth bore, 
smooth cover, helically formed pvc, 
flexible conduit with spiral upvc 
reinforcement and flexible pvc jacket. 
Colour black or grey.

Typical Applications: Food 
processing machines and wash-
down installations. LPCG is suitable 
for food contact.

Construction: Smooth bore, 
helically formed pvc, flexible conduit 
with spiral upvc reinforcement and 
flexible pvc jacket. Colour black or 
grey (RAL 7001).

Typical Applications: Routing of 
cables within machines.

Construction: Standard weight 
polypropylene, flexible conduit. 
Colour black, grey (RAL 7031) 
or white.

Typical Applications: Buildings, 
particularly where buried in 
concrete or plaster.

Construction: Standard weight, 
flame retardant nylon (PA6) 
corrugated flexible conduit. Colour 
black or grey (RAL 7031). Orange 
available on request.*

Typical Applications: All types of 
machinery, public buildings.

Construction: Light weight nylon 
(PA6) corrugated flexible conduit. 
Colour black or grey.

Typical Applications: Machines 
where lower mechanical protection 
is required and buildings.

STANDARD
LOW FIRE
HAZARD

EXTRA
LOW FIRE
HAZARD

INHERENT
LOW FIRE
HAZARD

flexiapp –  
find-a-conduit
Try our new smart 
phone app and find 
the perfect conduit 
for your 
requirements!

14
edition

TH

STANDARD
LOW FIRE
HAZARD

EXTRA
LOW FIRE
HAZARD

INHERENT
LOW FIRE
HAZARD

The Flexicon Group is proud of its British Manufacturing heritage. 
Over 98% of our products are manufactured in our centre of 
excellence in Birmingham, UK. Continuous investment in our facilities, 
research and development and people have contributed to the 
Group’s market leading position in Cable Protection Systems.

Our comprehensive product range consists of over 52 metallic and 
non-metallic systems. Growth in markets such as Hazardous areas, 
the Food and Beverage sector along with Renewable Energy, and 
further expansion in existing markets has seen the Group continue to 
achieve its strategic growth objectives.

Flexicon Offers; 
•  Independently tested products that comply with and exceed 

relevant global standards

• User friendly solutions offering time saving innovations

•  Precision engineered quality products from the global experts

•  Custom made solutions capability - bespoke or made to 

order assemblies

• Global distribution serving our worldwide customer base

•  Continuous product development and investment in products 

for the future

distributed by

RST Rabe-System-Technik und Vertriebs-GmbH

Otto-Lilienthal-Straße 19
49134 Wallenhorst
Deutschland / Germany

 +49 5407 8766-0
 +49 5407 8766-99
 info@rst.eu
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Metric thread 
part number

Metric thread 
part number

Metric thread 
part number

Metric thread 
part number

10
10 FSU10-M12-C
10 LTP10-M12-C
10 LTP10-M16-C
12
12 FSU12-M16-C90 FSU12-M16-C
12 LTP12-M16-C90 LTP12-M16-C
16
16
16     FSU16-M16-C90 FSU16-M16-C
16 FSU16-M20-C90 FSU16-M20-C
16  LTP16-M16-C90 LTP16-M16-C
16 LTP16-M20-C45 LTP16-M20-C90 LTP16-M20-C
20
20 FSU20-M20-C90 FSU20-M20-C
20 LTP20-M20-C45 LTP20-M20-C90 LTP20-M20-C
25
25 FSU25-M25-C90 FSU25-M25-C
25 LTP25-M25-C45 LTP25-M25-C90 LTP25-M25-C
32
32 FSU32-M32-C90 FSU32-M32-C
32 LTP32-M32-C45 LTP32-M32-C90 LTP32-M32-C
40
40 FSU40-M40-C
40 LTP40-M40-C45 LTP40-M40-C90 LTP40-M40-C
50
50 FSU50-M50-C
50 LTP50-M50-C45 LTP50-M50-C90 LTP50-M50-C
63
63
63 LTP63-M63-C45 LTP63-M63-C90 LTP63-M63-C
75
75
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For LPC Straight Metric 90 Degree Metric 45 Degree Metric Ext Metric

10 10.0 FCL10 FPA10-M12 FPA10-M12-90 FLK10-M12
10 10.0 FCL10 FPA10-M16
11 11.5 FPA11-M12 FPA11-M12-90
12 14.5
13 13.0 FCL13 FPA13-M12 FPA13-M16-90 FLK13-M16
13 13.0 FCL13 FPA13-M16
13 13.0 FCL13 FPA13-M20
16 15.8 FCL16 FPA16-M16 FPA16-M16-90 FLK16-M16
16 15.8 FCL16 FPA16-M20 FPA16-M20-90 FPA16-M20-45 FLK16-M20
16 16.5 FCL18-P
16 16.5 FCL18-P
18 18.5 FPA18-M20 FPA18-M20-90
20 20.0 FCL20 FPA20-M20 FPA20-M20-90       FLK20-M20  (w)
20 21.0 FCL21-P
21 21.2 FCL21 FPA21-M20 FPA21-M20-90 FPA21-M20-45 FLK21-M20
25 25.0 FCL25 FPA25-M25 FPA25-M25-90       FLK25-M25  (w)
25 27.5 FCL26-P
28 28.5 FCL28 FPA28-M25 FPA28-M25-90 FPA28-M25-45 FLK28-M25
28 28.5 FCL28 FPA28-M32
32 33.5 FCL33-P
34 34.5 FCL34 FPA34-M32 FPA34-M32-90 FPA34-M32-45       FLK34-M32  (w)
34 34.5 FCL34 FPA34-M40
40 41.0
42 42.5 FCL42 FPA42-M40 FPA42-M40-90 FLK42-M40
42 42.5 FCL42 FPA42-M50 FPA42-M50-90 FPA42-M50-45 FLK42-M50
50 46.4
54 54.5 FCL54 FPA54-M50 FPA54-M50-90 FPA54-M50-45 FLK54-M50
54 54.5 FCL54 FPA54-M63 FPA54-M63-90 FLK54-M63
63 57.0
67 67.2 FPA67-M63 FPA67-M63-90

Metric thread 
part number

Metric thread 
part number no

m
in

al
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e 

(m
m

)

O
D

 m
m

10 10.0
10 10.0
11 11.5

MPC-12-M16 12 14.5
13 13.0
13 13.0
13 13.0

FLK16-M16-90 FPA16T FPA16-13-13 16 15.8
FLK16-M20-90 16 15.8

MPC-16-M16 MPC90-16-M16 16 16.5
MPC-16-M20 MPC90-16-M20 16 16.5

18 18.5
FLK20-M20-90  (w) FPA20T 20 20.0

MPC-20-M20 MPC90-20-M20 20 21.0
FLK21-M20-90 FPA21T FPA21-16-16 21 21.2

FLK25-M25-90  (w) 25 25.0
MPC-25-M25 MPC90-25-M25 25 27.5

FLK28-M25-90 FPA28T FPA28-21-21 28 28.5
28 28.5

MPC-32-M32 MPC90-32-M32 32 33.5
FLK34-M32-90  (w) FPA34T FPA34-28-28 34 34.5

34 34.5
MPC-40-M40 MPC90-40-M40 40 41.0

FPA42T 42 42.5
42 42.5

MPC-50-M50 50 46.4
54 54.5
54 54.5

MPC-63-M63 63 57.0
67 67.2

non-metallic conduit fittingsmetallic conduit fittings

Metric thread 
part number

Metric thread 
part number

Metric thread 
part number

Metric thread 
part number

Metric thread 
part number
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FU10-M12-S FU10-M12-M FCC10 FCC10-SS 10
FSU10-M12-S FSU10-M12-M FCC10 10

FCC10 10
FCC10 10

BM90-16M FU12-M16-S FU12-M16-M FCC12 FCC12-SS 12
FSU12-M16-S FSU12-M16-M BM90-16M FCC12 12

FCC12 12
BM90-16M FU16-M16-S FU16-M16-M FCC16 FCC16-SS 16
BM90-20M FU16-M20-S FU16-M20-M FCC16 FCC16-SS 16

FSU16-M16-S FSU16-M16-M BM90-16M FCC16 16
FSU16-M20-S FSU16-M20-M BM90-20M FCC16 16

FCC16 16
FCC16 16

BM90-20M FU20-M20-S FU20-M20-M FCC20 FCC20-SS 20
FSU20-M20-S FSU20-M20-M BM90-20M FCC20 20

FCC20 20
BM90-25M FU25-M25-S FU25-M25-M FCC25 FCC25-SS 25

FSU25-M25-S FSU25-M25-M BM90-25M FCC25 25
FCC25 25

BM90-32M FU32-M32-S FU32-M32-M FCC32 FCC32-SS 32
FSU32-M32-S FSU32-M32-M BM90-32M FCC32 32

FCC32 32
BM90-40M FU40-M40-S FU40-M40-M FCC40 FCC40-SS 40

FSU40-M40-S FSU40-M40-M BM90-40M FCC40 40
FCC40 40

BM90-50M FU50-M50-S FU50-M50-M FCC50 FCC50-SS 50
FSU50-M50-S FSU50-M50-M BM90-50M FCC50 50

FCC50 50
FU63-M63-S FU63-M63-M FCC63 63

FSU63-M63-S FSU63-M63-M FCC63 63
FCC63 63

FU75-M75-M FCC75 75
FSU75-M75-M  FCC75 75

UNEF FLANGE BRASS 
THREADED

FPAX
IP68, 69

CABLE 
GLANDS

straight, 90°, 45°

UNEF, flange,
brass threaded

straight, 90°, 45°

straight, 90°, 45°

straight, 90°, 45°

with integral 
strain relief 
straight, 90°, 45°

M-SS S-SS P F FCC C-S
fixed external 
thread 
stainless steel

swivel external 
thread 
stainless steel

plainhole 
connector 
nickel plated 
brass

fixed 
external 
thread nickel 
plated brass

plated steel 
P clip with 
PVC liner 
stainless 
steel P clips

COUPLER
multipart 
compression 
coupler nickel 
plated brass

swivel external 
thread nickel 
plated brass

For further information on 
these products and our 

complete offering refer to 
our latest Product & 

Solutions Guide.

  FLK & FLK90 - (w) indicates product availability in white.     When ordering please add "W" to product code ie FLK20-M20WOur products have been developed and tested to the most demanding quality standards and have been awarded quality approvals and compliance worldwide - please refer to our latest Product Guide for further information. Our products have been developed and tested to the most demanding quality standards and have been awarded quality approvals and compliance worldwide - please refer to our latest Product Guide for further information.

LTP shown

w
w

w
.rst.eu

A selection of other fittings available for non-metallic conduitsA selection of other fittings available for metallic conduits Looking for Cable 
Protection for 
Hazardous Areas?  

View our 
dedicated 
Hazardous 
Areas Brochure.

FLK90

90° elbow 
external thread
One piece nylon (PA66) 
moulded, slim, fast fit, 
nylon external threaded 
90 degree elbow fitting 
suitable for knockouts.

IP68IP67IP66IP65IP54IP40 IP69

FLK

straight external 
thread
One piece nylon (PA66) moulded, 
slim, fast fit, nylon external 
threaded fitting suitable for 
knockouts or threaded entries.

IP68IP67IP66IP65IP54IP40 IP69

FPA45

45° elbow external 
thread
One piece nylon (PA66) moulded, 
fast fit, external threaded 45 
degree elbow fitting. Suitable 
for knockouts.

IP68IP67IP66IP65IP54IP40 IP69

FPA90

90° elbow external 
thread
One piece nylon (PA66) moulded, 
fast fit, external threaded 90 
degree elbow fitting. Suitable 
for knockouts.

IP68IP67IP66IP65IP54IP40 IP69

FPA

straight external 
thread
One piece nylon (PA66) moulded, 
fast fit, external threaded fitting. 
Suitable for knockouts or 
threaded entries.

IP68IP67IP66IP65IP54IP40 IP69

M FCCSMSCCC90C45 90° elbow

fixed external 
thread nickel 
plated brass
Two part fitting comprising 
shell and body with 
external thread.  
This fitting can be inserted 
into a knockout and secured 
with a locknut.

plated steel P clip 
with pvc liner and 
secure stainless 
steel P clips
P clip to support and 
secure conduit.

swivel external 
thread nickel 
plated brass
Two part fitting comprising 
shell and body. The external 
thread swivels about the main 
body. Can be used with 
threaded entries, or knockout 
secured with a locknut.

fixed external 
thread nickel 
plated brass
Two part fitting comprising 
shell and body with external 
thread. This fitting can be 
inserted into a knockout and 
secured with a locknut.

swivel external 
thread nickel 
plated brass
Two part fitting comprising 
shell and body. The external 
thread swivels about the 
main body. Can be used with 
threaded entries, or knockout 
secured with a locknut.

external thread nickel 
plated brass
Multipart compression fitting 
including elastomeric seal. 
Can be used for knockouts or 
threaded entries as fitting rotates 
until tightened.

external thread
nickel plated brass
Multipart compression fitting 
including nylon seal. Can be used 
for knockout or threaded entries as 
fitting rotates until tightened.

external thread
nickel plated brass
90˚ multipart compression fitting 
including nylon seal. Can be used 
for knockout.

LTP**

external thread
nickel plated brass
45˚ multipart compression fitting 
including nylon seal.  
Can be used for knockout.

internal and 
external threaded 
nickel plated 
brass elbow
90˚ elbow which can be 
screwed onto external 
threaded fittings.

Also 
available
in white

Also 
available
in white

IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69
**

IP68IP67IP66IP65IP54IP40 IP69

IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69

plated steel
part number

stainless steel
part number

FPA

T piece with 
inspection lid 
Fast fit nylon (PA66) 
moulded T piece with 
inspection lid.

FPA

Divider
Fast fit nylon (PA66) 
moulded reducing 
divider.

MPC

straight 
compression 
fitting external 
thread
2 part nylon (PA66) 
moulded compression 
fitting with internal spigot 
and all round external 
teeth to grip conduit. 
Available in black or grey 
(RAL 7001). 

MPC-90

90° elbow nylon 
compression 
fitting external 
thread
2 part compression, 90 
degree elbow fitting with 
internal spigot and all 
round external teeth to 
grip conduit.  
Available in black or 
grey (RAL 7001). 

FCL

non metallic conduit 
clip
Nylon conduit fixing clip with 
internal rib, for conduit. 
Available in black or grey 
(RAL 7001). Use FCL-P for 
LPC conduit.

IP68IP67IP66IP65IP54IP40 IP69 IP68IP67IP66IP65IP54IP40 IP69 IP68IP67IP66IP65IP54IP40 IP69IP68IP67IP66IP65IP54IP40 IP69

IP68IP67IP66IP65IP54IP40 IP69

*** ***
IP68IP67IP66IP65IP54IP40 IP69

* Refers to LPC * Refers to LPC


